


HARDWARE

DESIGN SPECIFICATIONS

Applications in water and wastewater pipelines and open channels with path lengths of up to 50 feet* (15.2 meters)
in hazardous locations when connected to Accusonic Model 7500/7510 series flowmeter.

* Maximum path length depends on sediment concentration and aeration.
Contact Accusonic regarding application suitability.

Operational Frequency: 500 kHz
Maximum Operating Pressure: 30 psi (2 bar)
Temperature Range: 32° t0 122°F (0° to 50° C) operation
14°%1t0 122°F (-10° to 50° C) storage
Construction Material: CPVC
Hazardous Location Rating: FM and CSA Class |, Divisions 1 and 2, Groups C and D

Note: Not approved for use in locations where the vapors of ketones or
esters are present

Dimensions: 1.75 inches (45mm) in diameter
7.5 inches (190mm) long for Model 7656
Installed length varies with pipe wall thickness for feedthrough applications

Conduit Connection: 1 inch NPT female (Feedthrough)
1 inch NPT male (Internal Mount)

Electrical Connection: Junction box at rear of feedthrough in nonhazardous areas
Two conductor underwater-pluggable neoprene connector (Internal Mount)

Contact Accusonic Technologies for information on transducers recommended for specialized applications.

§ MODEL 7656
27" INSTALLED TRANSDUCER

* Extended
length depends
on wall thickness
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